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Feature Benefit

RepliSync Technology Ensures perfect sync replication & timing, 
especially useful for multi-point distribution

Multi-pole Filter 
Equalization

Provides source-like quality & enables
HD resolutions across receiver’s entire 
distance range

Cascading Transmitter cascading increases the 
number of ports from source

Daisy-Chaining
Increases number of displays without adding 
transmitters, DAs & significantly reduces 
cable & labor costs 

Full Intercompatibility
All components including receivers with 
di�erent distance tiers are compatible within 
the same MultiView-“x” Series

AkuComp™ II 
Optional 62ns skew compensation 
compensates for cable skew in absence of 
skew-free cable

Simple to 
Adjust

External controls allow EQ & skew 
setup in less than 1 min

Robust Design with 
ESD Protection

Ensures highest reliability in 24/7 &
indoor/outdoor environments 

MultiView -SAP 
Video, Stereo Audio & Addressable Duplex Serial 
Stereo audio and serial supported simultaneously. Addressable 
capability allows independent two-way communication with each 
display in a multi-point distribution system, for both control and 

polling.

All MultiView Series Products support RGBHV, DVI,
HDMI4, Composite1, S-Video1 & Component Video1

MultiView -A/-S
Video & Audio or Serial
Supports L/R summed audio2 or SPDIF audio3. Field confi gurable 
for serial, transmit only.

Combating the Skew Factor

Variance in twist rates of standard UTP cable 
results in a color shift on the RGB channels. 
This “skew” can become noticeable at higher 
resolutions and longer distances. To combat skew, 
utilize approved skew-free cables or choose the 
AkuComp II option with Magenta receivers. Skew 
compensation is automatic with all MVII DVI Receivers.

1 With optional multimedia breakout cable; 2 Both left and right channels from a stereo source are combined into one channel and are transmitted to both left and right speak-
ers; 3 Field confi gurable; 4 Requires DVI to HDMI Adapter

Reducing Costs with Daisy-Chaining
In certain point to multi-point applications such as trains, store aisles 
and hallways, using Magenta’s daisy-chaining capability can result in 
substantial savings in the cost of equipment, cabling, and labor. Sig-
nifi cantly less cable is needed from one receiver to the next versus one 
from each receiver to the source or distribution amplifi ers.

As an example, a stadium requiring 120 displays around the perimeter, 
each separated by 8m of cable length, would require the following 
cable lengths.   

     �  No Daisy Chaining  Approx. 92,913ft / 28,320m 
     �  With Daisy Chaining1  Approx.   9,198ft / 2,800m 

      112 receivers per chain 

One MultiView Series, 
In� nite Distribution Possibilities
MultiView products enable the distribution of audio, video and se-
rial signals from one or more sources to a handful or even hundreds 
of displays. The following product types can be used individually 
or collectively to deliver an infi nite number of confi guration pos-
sibilities.

     �  Point to Point
     �  Point to Multi-point
          • Cascaded transmitters
          • Daisy chained receivers
          • Star confi guration using multi-port transmitters 
          • Star confi guration using distribution amplifi ers
     �  Multi-point to Multi-point
          • Full cross-point matrix switches
     �  Any combination of the above application types

Signal Extension.
UTP, Point to Point.

MultiView Receiver Distance Ranges:
600 feet (AK600)
1,200 feet (AK1200)
2,000 feet (XR-2000)

(AK600)
(AK1200)
 (XR-2000)

source display

Cat5/5e/6

Signal Distribution, UTP.

Cat5/5e/6

source

displays

displays

displays

Morph-It™ Rackmount Platform

For applications where multiple sources are located 
in close proximity, the Morph-It platform provides 
a modular and densely packed multi-transmitter 
chassis to eliminate the clutter of multiple boxes, 
external power supplies and redundant cabling. 16 
fi eld upgradable slots can deliver up to 32 MultiView 
transmitters in a single 4U chassis using Morph-It-
“x” Dual-TX transmitter cards. The Dual-TX cards are 
available in –A/-S and –SAP versions.

Matrix Switch Compatibility

MultiView products are fully compatible with Magenta’s Mondo Matrix™ III switches, the world’s largest, most scalable and only field 
upgradable full-matrix  switching system with modular configurations from 16x16 to 256x512. The combined MultiView-Mondo Matrix 
system delivers flexible switching and long distance extension of audio, video and serial signals over UTP cabling.

Morph-It

Morph-It AccessoriesMorph-It Accessories

Dual EQ

Dual Transmitter
Dual Transmitter
w/ local outs

RGBHV Video, DVI-D Video  

Composite, Component, S-Video1  

Audio L/R Summed2   SPDIF3 Stereo

Serial Control Transmit Only3       Addressable Duplex

Audio with Serial - 

1-port STx II-A, XRTx II-A/-S, DVI-TX XRTx II-SAP, DVI-TX

4-port T4 II-A/-S -

8-port - Octect-SAP

4Dual-transmitters Morph-It TX-A/-S Morph-It TX-SAP

1 x 9 MultiView 9D MultiView 9D5

Single-VGA Output

Single-DVI Output

AK600 II-A/-S   
AK1200 II-A/-S

AK600 II-SAP  
AK1200 II-SAP

DVI-RX - A/S DVI-RX - SAP

Multiview 16x16  
5

Mondo 16x16 to 256x512 Mondo Matrix III

1 With optional multimedia breakout cable; 
2 Both left & right channels from a stereo source are combined into one channel and transmitted to both left & right speakers; 
3Field con�gurable; 
4 Transmitter cards must be used with Morphit 4U chassis; 
5 When used with these products, the serial capabilities will be limited to transmit only

MultiView Series      MultiView -A/-S                MultiView -SAP

Transmitters

Rackmount Transmitters4

Distribution Amps

Receivers

Matrix Switchers

MultiView Series Morph-It

Morph-It AccessoriesMorph-It Accessories

Mondo Matrix III
front/rear views

Morph-It: 32 Multiview Transmitters in 4U

Mondo Matrix III: 32x16 (4U)

Mondo Matrix III
Configureable in increments of 16 inputs
and/or outputs, from 16x16 to 256x512

Morph-It: 32 Multiview Transmitters in 4U

Mondo Matrix III: 32x16 (4U)

Mondo Matrix III
Configureable in increments of 16 inputs
and/or outputs, from 16x16 to 256x512

MultiView DVI Rx Receivers

MultiView DVI Rx ReceiverMultiView DVI Tx Transmitter

MultiView Receiver Distance Ranges:
600 feet (AK600)
1,200 feet (AK1200)
1,000 feet (DVI-RX)

MultiView DVI Tx Transmitter

MultiView 9D Distribution Amp:
Utilizing tiered 9Ds, a single source can
be routed to 729 (!) total displays

MultiView DVI Rx Receivers

MultiView DVI Rx Receivers

MultiView DVI Rx Receivers

MultiView 9D: 1x9 DA

MultiView 9D: 1x9 DA

MultiView 9D: 1x9 DA




